
DN 50 (2 "), DN 100 (4'), DN 150 (6"), DN 250 (10") olgrilerinde PN 20 (cLASS 150#), pN 100 (CLASS 600#),
PN 260 (CLASS 1500#); bastng stntflartndaki K[iresel Vanalar, TCS Sertifikasyon enspektorlinrin nezareti altrnda
API 6FA, API 607 ve ISo 10497 standatlartntn gartlartna gore yangrn testine tabi tutulmugtur ve testler olumlu
sonuglanmtgtrr' ilgili vanalann yangtn testi raporu TCS Sertifikasyon enspeKori.i tarafrndan onaylanmts ve mUgteri
talebi do!rultusunda bu sertifika diizenlenmigtir.

PN 20 ( CLASS 150#), PN 100 ( CLASS 600#), PN 260 ( C|aSS 1500#); DN 50 (Z'), DN too (4,), DN 150 (6-),
DN 250 (10') Ball Valves has been fire tested according to related standards hpi'orn, ApI'60i and Iso lo4g7
under witnessing of TCS Certification Inspector with satisfactory results. The fire test report of the related valves
has been approved by TCS Certification Inspector and this certiiicate has been issued upbn cfLniC;d;;.
Kalifikasyon Arahlr / eualitification Rance

BALL VALVES

DN 15 (Llz') to DN 500 (20')
pN 15, pN 20 (CLASS 150 ), pN 25, pN 40 (CLASS 300),
pN 100 (ct-ASS 600), pN 260 (C|_ASS 1500)

Ekler / Annex

Rapol No / Report No: TCS190B19-BTSNO4 / TCS190B19-BTSNO5 / TCS190B19-BTSN06 / TCS19OB19-BTSN07 /
TCS190B19-BTSN08 / TCS190B19-BTSN09 / TCS190B19-BTSN10 / TCS190Blg-BTSN11 /
TCS 1908 19-BTSN 12 / TCS 1908 i9-BTSN 1 3 / TCS1908 19_BTSN 14 / TCSl 9OB 1g_BTSN 1s

CERTIFICATE

KURESEL VANA YANGIN TEsTi

FIRE TEST ON BALL VALVE

SAN MAKiI,IR SRIVRYii Vr TiCARET A.9.

Satisfactory / Uygun Bulunmugtur

MU_19003-TR

TR-MU-19-57-00

Genel / General

20-22.08.20t9

API 6FA, API 607 and ISO 10497

Dilovasr/ KoCAELi / TURKiYE

20L9

Test Sonucu / Test Result

Sertifika No / Certificate No

Project No / Proje No

Kullanrcr / User

Test tarihi / Test Date

Test Standardr / Test Standard

Test Yeri / Test Place

Imalat Yrh / Year of Manufacturer

Sertifika Siiresi/ Cert. Period 10

16Tarihii Cet. Date


